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Form factor: Monoblock Split Three-in-one
Weight 180 kg — —
Weight (compressor unit) — 121 kg 121 kg
Weight (fan unit) — 68 kg 208 kg

Footprint 1076 mm ✗ 478 mm — —
Footprint (compressor unit) — 555 mm ✗ 405 mm 800 mm ✗ 405 mm
Footprint (fan unit) — 800 mm ✗ 405 mm 1300 mm ✗ 480 mm

Height 1334 mm — —
Height (compressor unit) — 1300 mm 1300 mm
Height (fan unit) — 1300 mm 1950 mm

Dimensions

Enermax Flex 18
Ambient temperature (°C) 10 20
Hot water temperature (°C) 55 65 75 55 65 75
Heating capacity (kW) 15.3 13.9 12.3 20.2 18.4 16.3
Power consumption (kW) 4.2 4.6 4.9 4.9 5.3 5.7
COP (kW/kW) 3.6 3.0 2.5 4.1 3.5 2.9

Performance

Enermax Flex 18
Model number ESW-HP-YF-18
Power supply 415 V 3N∿, 50 Hz
Max input power/current 9 kW / 17 A
Minimum circuit breaker 20 A (Type C)
Max. hot water outlet 80°C
Refrigerant R1234yf
Refrigerant charge 3300 g
Max discharge pressure 3.0 MPa
Max suction pressure 0.8 MPa
Rated circulation flow 4.3 m³/H
Built-in pump Grundfos
Water connection DN25
Water pressure drop ≤50 kPa
Working noise ≤58 dBA
Working ambient temperature -7°C–43°C
Ingress protection IPX4
Casing material Powder-coated steel (stainless-steel upon request)
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