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Storage Heat Exchange Tank 

Specifications 
 EC500-44S 

Manufacturer Commercial Hot Water & Maintenance 
Installation location Indoor and outdoor installation 
Heat Exchange Water Heater  
Heat Storage Volume 480 L 
Standing Heat Loss (AS/NZS 4692.1) 3.020 kWh/24h 
Empty Weight 91 kg 
Total Weight (filled) 591 kg 
Dimensions (H×W×D) 1660 x 790 x 790 mm 
Container Material Polypropylene 
Corrosion Protection Corrosion resistant 
Max operating pressure Unpressurised 
Heat Exchange Coil  
Coil Length 44m 
Coil material Stainless Steel 
Max operating pressure 600 kPa 
Coil Water Capacity 29 L 
Coil Surface Area 6 m2 

Thermal Output Data  
Volume of hot water without reheating at  
draw-off rate 8 L/min 
(TKW = 10°C / TWW = 40°C / TSP = 65°C) 

612 L 

Volume of hot water without reheating at  
draw-off rate 12 L/min 
(TKW = 10°C / TWW = 40°C / TSP = 65°C) 

564 L 

Hot Water Delivery (AS/NZS 4692.1) 427 L 
Pipe Connections 25mm 
Domestic Hot Water Coil 25mm 
Side Connections  
Electric Heating Unit  
Maximum Thermostat setting 80°C 
Ingress Protection IP65 
Ambient Operating Temperature 0-50°C 
Configured power rating 3kW 6kW 9kW 
Number of Electrical supplies 1 2 1 
Voltage 230-240V∿ 230-240V∿ 400-415V∿ 
Current (per supply) 12.5A 12.5A 12.5A 
Power (per supply) 3000W 3000W 9000W 
Total Power 3000W 6000 W 9000W 
Rated Frequency 50 Hz 50 Hz 50 Hz 
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Heat Exchange Water Heater 
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Electric Heating Unit 

Electrical Component Diagram 

 

Electric Wiring Diagram 

 


